Boisko treningowe Jasto _

Edytor MST
Telefon
faks
e-Mail

Boisko treningowe Jasto
Spis tresci
Performance in Lighting 06284394 SQUARE PRO 96/4 A45/M-740-94
Karta danych oprawy
60x LED 1000W
Oprawy (plan rozmieszczenia)
Oprawy (lista wspotrzednych)
Oprawy sportowe (lista wspoétrzednych)
Powierzchnie zewnetrzne
Boisko do gry w pitke nozna 1 Siatka obliczeniowa (PA)
Izolinie (E, prostopadle)
Stopnie szarosci (E, prostopadle)
Grafika wartosci (E, prostopadle)
Boisko do gry w pitke nozng 1 Siatka obliczeniowa (TA)
Izolinie (E, prostopadle)
Stopnie szarosci (E, prostopadle)
Grafika wartosci (E, prostopadle)

DIALux
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Spis tresci
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Boisko treningowe Jasto

DIALux

14.06.2017

Edytor MST
Telefon
faks
e-Mail

Performance in Lighting 06284394 SQUARE PRO 96/4 A45/M-740-94 | Karta danych

Klasyfikacja oswietlen CIE: 100
Kod Flux CIE: 41 86 98 100 100

LED floodlight for indoor and outdoor lighting, comprising:

- Polyester powder-painted die-cast aluminium housing

— High-transparency polycabonate lenses for best light transmission

- Anti-aging silicone gasket

- Built-in electrical connection box with aluminium cover

“Waterproof cable gland M25x1.5 for cables @ 99 16 mm

- Light beam obtained by the combination of multiple LED modules

- The LED 4000 K CRI = 70 and 5700 K CRI = 90 versions are standard.
Other colour temperatures

and colour renderings are available upon request

- Stainless steel external screws

- Steel bracket, hot galvanised and painted in polyester powder

- Graduated goniometer for aiming purposes

- The SQUARE PRO output includes the losses of the power unit

- To feed the SQUARE PRO only use the supply groups supplied as
accessories

= The floodlights must be correctly combined with the corresponding supply
boxes ( BOX or steel

plate). Please carefully observe the number of channels : 2 channels (2CH)
or 3 channels ( 3CH)

- Dimmable DALI or DMX/RDM versions can also be produced. Please
contact the manufacturer

oprawy
Wylot Swiatta 1:
105° 105°
90° 90°
75° 75°
400
60° 60°
600
452 800 452
1000
1200
30° 152 0° 15° 302
cd/klm N =100%

€0'- €180 ——C90'-' €270

powodu braku wtasciwosci symetrycznych nie mozna
przedstawic¢ tabeli UGR dla tego oprawa.

Czesci:
2 X

F
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— DIALUX

Boisko treningowe Jasto
14.06.2017
Edytor MST
Telefon
faks
e-Mail

60x LED 1000W / Oprawy (plan rozmieszczenia)

T82.00m
L Lttt Lttt Lttt -_O'OO
0.00 18.00 58.00 98.00 120.00 m
Skala 1 : 858
Wykaz opraw
Nr. lloS¢ Etykieta
1 60 Performance in Lighting 06284394 SQUARE PRO 96/4 A45/M-740-94
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Boisko treningowe Jasto _ D | A I_ ux

14.06.2017

Edytor MST
Telefon
faks
e-Mail

60x LED 1000W / Oprawy (lista wspoétrzednych)

Performance in Lighting 06284394 SQUARE PRO 96/4 A45/M-740-94
108070 Im, 1069.0 W, 1 x 1 x 06284394 (Czynnik korekcyjny 1.000).

® ©® 6
® e e
Nr. Pozycja [m] Rotacja [°]
Y V4 X Y Z
1 19.000 6.000 16.000 0.0 -20.4 96.8
2 101.000 6.000 16.000 0.0 -20.4 83.2
3 19.000 76.000 16.000 0.0 -20.4 -96.8
4 101.000 76.000 16.000 0.0 -20.4 -83.2
5 18.000 6.000 16.000 0.0 -21.0 104.5
6 102.000 6.000 16.000 0.0 -21.0 75.5
7 18.000 76.000 16.000 0.0 -21.0 -104.5
8 102.000 76.000 16.000 0.0 -21.0 -75.5
9 20.000 6.000 16.000 0.0 -18.4 83.7
10 100.000 6.000 16.000 0.0 -18.4 96.3
11 20.000 76.000 16.000 0.0 -18.4 -83.7
12 100.000 76.000 16.000 0.0 -18.4 -96.3
13 21.000 6.000 16.000 0.0 -19.3 71.8
14 99.000 6.000 16.000 0.0 -19.3 108.2
15 21.000 76.000 16.000 0.0 -19.3 -71.8
16 99.000 76.000 16.000 0.0 -19.3 -108.2
17 22.000 6.000 16.000 0.0 -20.8 62.2
18 98.000 6.000 16.000 0.0 -20.8 117.8
19 22.000 76.000 16.000 0.0 -20.8 -62.2
20 98.000 76.000 16.000 0.0 -20.8 -117.8
21 19.000 6.000 15.000 0.0 -16.5 97.6
22 101.000 6.000 15.000 0.0 -16.5 82.4
23 19.000 76.000 15.000 0.0 -16.5 -97.6
24 101.000 76.000 15.000 0.0 -16.5 -82.4
25 18.000 6.000 15.000 0.0 -17.0 104.7
26 102.000 6.000 15.000 0.0 -17.0 75.3
27 18.000 76.000 15.000 0.0 -17.0 -104.7
28 102.000 76.000 15.000 0.0 -17.0 -75.3
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Boisko treningowe Jasto _ D | A I_ ux

14.06.2017

Edytor MST
Telefon
faks
e-Mail

60x LED 1000W / Oprawy (lista wspoétrzednych)

Nr. Pozycja [m] Rotacja [°]

X Y Z X Y Z
29 20.000 6.000 15.000 0.0 -16.2 84.3
30 100.000 6.000 15.000 0.0 -16.2 95.7
31 20.000 76.000 15.000 0.0 -16.2 -84.3
32 100.000 76.000 15.000 0.0 -16.2 -95.7
33 21.000 6.000 15.000 0.0 -17.2 71.6
34 99.000 6.000 15.000 0.0 -17.2 108.4
35 21.000 76.000 15.000 0.0 -17.2 -71.6
36 99.000 76.000 15.000 0.0 -17.2 -108.4
37 22.000 6.000 15.000 0.0 -19.5 62.1
38 98.000 6.000 15.000 0.0 -19.5 117.9
39 22.000 76.000 15.000 0.0 -19.5 -62.1
40 98.000 76.000 15.000 0.0 -19.5 -117.9
41 58.000 6.000 16.000 0.0 -19.4 112.2
42 58.000 76.000 16.000 0.0 -19.4 -112.2
43 59.000 6.000 16.000 0.0 -18.1 100.7
44 59.000 76.000 16.000 0.0 -18.1 -100.7
45 60.000 6.000 16.000 0.0 -17.7 89.9
46 60.000 76.000 16.000 0.0 -17.7 -89.9
47 61.000 6.000 16.000 0.0 -18.2 78.6
48 61.000 76.000 16.000 0.0 -18.2 -78.6
49 62.000 6.000 16.000 0.0 -19.2 68.8
50 62.000 76.000 16.000 0.0 -19.2 -68.8
51 58.000 6.000 15.000 0.0 -7.8 146.3
52 58.000 76.000 15.000 0.0 -7.8 -146.3
53 59.000 6.000 15.000 0.0 -12.3 111.8
54 59.000 76.000 15.000 0.0 -12.3 -111.8
55 60.000 6.000 15.000 0.0 -11.2 89.8
56 60.000 76.000 15.000 0.0 -11.2 -89.8
57 61.000 6.000 15.000 0.0 -12.9 68.8
58 61.000 76.000 15.000 0.0 -12.9 -68.8
59 62.000 6.000 15.000 0.0 -9.2 31.5
60 62.000 76.000 15.000 0.0 -9.2 -31.5
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Boisko treningowe Jasto

Edytor MST
Telefon
faks
e-Mail

DIALux

14.06.2017

60x LED 1000W / Oprawy sportowe (lista wspoéirzednych)
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T82.00m

T 76.00

[ 6.00

~0.00

0.00 18.00

Lista opraw sportowych

Oprawa

Performance in Lighting
06284394 SQUARE PRO
96/4 A45/M-740-94
Performance in Lighting
06284394 SQUARE PRO
96/4 A45/M-740-94
Performance in Lighting
06284394 SQUARE PRO
96/4 A45/M-740-94
Performance in Lighting
06284394 SQUARE PRO
96/4 A45/M-740-94

Indeks

1

2

3

4

58.00

Pozycja [m]
X Y z

19.000 6.000 16.000

101.000 6.000 16.000

19.000 76.000 16.000

101.000 76.000 16.000

98.00

Punkt oswietlania [m]

X Y z
14.434 44.224 0.000
105.566 44.224 0.000

14.434 37.776 0.000

105.566 37.776 0.000

Kat oswietlania [°]

120.00 m

Skala 1 : 858

Ustawienie Stup

226 (CO,GIMax) /
226 (CO,GIMax) /
226 (CO,GIMax) /
226 (CO,GIMax) /
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Boisko treningowe Jasto

Lista opraw sportowych

Oprawa

Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94

Performance
in Lighting
06284394
SQUARE

Indeks

Pozycja [m]

18.000

102.000

18.000

102.000

20.000

100.000

20.000

100.000

21.000

99.000

21.000

99.000

6.000

6.000

76.000

76.000

6.000

6.000

76.000

76.000

6.000

6.000

76.000

76.000

z

16.000

16.000

16.000

16.000

16.000

16.000

16.000

16.000

16.000

16.000

16.000

16.000

Edytor
Telefon

faks

e-Mail

Punkt o$wietlania [m]

X

8.080

111.920

8.080

111.920

23.841

96.159

23.841

96.159

32.422

87.578

32.422

87.578

Y

44.389

44.389

37.611

37.611

40.700

40.700

41.300

41.300

40.675

40.675

41.325

41.325

z

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

MST

Kat o$wietlania [°]

22.0

22.0

22.0

22.0

24.6

24.6

24.6

24.6

23.7

23.7

23.7

23.7

DIALux

Ustawienie

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

14.06.2017

60x LED 1000W / Oprawy sportowe (lista wspoéirzednych)

Stup

Pozycja stupa 1

Pozycja stupa 1

Pozycja stupa 1

Pozycja stupa 1



PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94

Performance

20

22.000

98.000

22.000

98.000

19.000

101.000

19.000

101.000

18.000

102.000

18.000

102.000

20.000

100.000

6.000

6.000

76.000

76.000

6.000

6.000

76.000

76.000

6.000

6.000

76.000

76.000

6.000

6.000

16.000

16.000

16.000

16.000

15.000

15.000

15.000

15.000

15.000

15.000

15.000

15.000

15.000

15.000

40.303

79.697

40.303

79.697

15.000

105.000

15.000

105.000

10.200

109.800

10.200

109.800

22.933

97.067

40.778

40.778

41.222

41.222

35.800

35.800

46.200

46.200

35.800

35.800

46.200

46.200

35.560

35.560

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

22.2

22.2

22.2

22.2

26.5

26.5

26.5

26.5

26.0

26.0

26.0

26.0

26.8

26.8

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

Pozycja stupa 1

Pozycja stupa 1



in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94
Performance
in Lighting
06284394
SQUARE
PRO 96/4
A45/M-740-94

20

20.000

100.000

21.000

99.000

21.000

99.000

22.000

98.000

22.000

98.000

76.000

76.000

6.000

6.000

76.000

76.000

6.000

6.000

76.000

76.000

15.000

15.000

15.000

15.000

15.000

15.000

15.000

15.000

15.000

15.000

22.933

97.067

30.772

89.228

30.772

89.228

38.151

81.849

38.151

81.849

46.440

46.440

35.395

35.395

46.605

46.605

36.453

36.453

45.547

45.547

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

26.8

26.8

25.8

25.8

25.8

25.8

23.5

23.5

23.5

23.5

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

Pozycja stupa 1

Pozycja stupa 1

.
Strona 7



Boisko treningowe Jasto

Lista opraw sportowych

Oprawa

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO

Indeks

28

30

22

Pozycja [m]

58.000

58.000

59.000

59.000

60.000

60.000

61.000

61.000

62.000

62.000

58.000

58.000

6.000

76.000

6.000

76.000

6.000

76.000

6.000

76.000

6.000

76.000

6.000

76.000

z

16.000

16.000

16.000

16.000

16.000

16.000

16.000

16.000

16.000

16.000

15.000

15.000

Edytor
Telefon

faks

e-Mail

60x LED 1000W / Oprawy sportowe (lista wspoéirzednych)

Punkt oswietlania [m]

X

44.200

44.200

52.615

52.615

60.088

60.088

67.857

67.857

75.152

75.152

40.300

40.300

Y

39.900

42.100

39.900

42.100

39.900

42.100

39.900

42.100

39.900

42.100

17.800

64.200

z

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

MST

Kat o$wietlania [°]

23.6

23.6

24.9

24.9

253

253

24.8

24.8

23.8

23.8

35.2

35.2

DIALux

Ustawienie

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

14.06.2017

Stup

Pozycja stupa 1

Pozycja stupa 1



96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

Performance in
Lighting
06284394
SQUARE PRO
96/4 A45/M-740-
94

29

59.000

59.000

60.000

60.000

61.000

61.000

62.000

62.000

6.000

76.000

6.000

76.000

6.000

76.000

6.000

76.000

15.000

15.000

15.000

15.000

15.000

15.000

15.000

15.000

49.600

49.600

60.088

60.088

70.379

70.379

81.100

81.100

29.500

52.500

30.196

51.804

30.123

51.877

17.700

64.300

0.000

0.000

0.000

0.000

0.000

0.000

0.000

0.000

30.7

30.7

31.8

31.8

30.1

30.1

33.8

33.8

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

(C 0, G IMax)

Pozycja stupa 1

Pozycja stupa 1

.
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Boisko treningowe Jasto _ D I A I_ ux

14.06.2017

Edytor MST
Telefon
faks
e-Mail

60x LED 1000W / Boisko do gry w pitke nozna 1 Siatka obliczeniowa (PA) / 1zolinie (E,

prostopadile)
/ L ‘ T31.00m
550 450 00 550
/600 550 700
350 00 550 600 I
550 550 60
550
550\ / e 550 \ /
00 550 /"’ 500 50 500\ 500
\ 500 ) —
400 — S
) b0 o] 500
\ 500 500
PN Ne—— 4
5507\ 500 / e 550 (™=
\ 550
550 550 6007 | N\ 250
- -
650 600 60D
550 650 | ) A
500 \
650 650 \soo _\ /—\550 700 \
- /\ 450 o -\ l 550 /\ ]
500
.} ( ,750 1
. -31.00
-50.00 50.00 m
Wartosci Lux, Skala 1 : 715
Potozenie powierzchni w scenie
zewnetrznej:
Zaznaczony punkt: (10.000 m,
10.000 m, 0.000 m)
Siatka: 19 x 11 Punkty
Em [|X] Emin [|X] Emax [|X] Emin / Em Emin / Emax
551 399 817 0.72 0.49

F
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Boisko treningowe Jasto _ D I A I_ ux

14.06.2017

Edytor MST
Telefon
faks
e-Mail

60x LED 1000W / Boisko do gry w pitke nozng 1 Siatka obliczeniowa (PA) / Stopnie
szarosci (E, prostopadle)

2 Y T31.00m
Va b
,' . -31.00
-50.00 50.00 m
I I I I I I
450 540 630 720 Ix
Skala1:715

Potozenie powierzchni w scenie
zewnetrznej:

Zaznaczony punkt: (10.000 m,
10.000 m, 0.000 m)

Siatka: 19 x 11 Punkty

Em [|X] Emin [|X] Emax [|X] Emin / Em Emin / Emax
551 399 817 0.72 0.49
il
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Boisko treningowe Jasto

Edytor MST
Telefon

faks
e-Mail

DIALux

14.06.2017

60x LED 1000W / Boisko do gry w pitke nozng 1 Siatka obliczeniowa (PA) / Grafika
wartosci (E, prostopadle)

7 T
535 723 773 648 475 408 442 556 730 817 734 549

536 690 708 615 502 458 502 608 694 762 692 594

495 584 610 583 538 511 548 599 641 673 638 592

457 544 583 560 518 500 514 553 589 603 585 552

418 1490 527 514 486 469 469 488 ,506 514 505, 488
399 (464 499 491 469 450 453 467 479 484 479 467

418 1490 527 514 486 469 469 488 \506 514 5057488

457 544 583 560 518 500 514 553 589 603 585 552

495 584 610 583 538 511 548 599 641 673 638 592

536 690 708 615 502 458 502 608 694 762 692 594

535 723 773 648 475 408 442 556 730 817 734 549
Y ==

437

498

548

520

473

456

473

520

548

498

437

405

459

517

505

472

454

472

505

517

459

405

479

504

541

522

489

472

489

522

541

504

479

\
650 775 724 535

616 709 691 536

586 612

563 585

517 528

494 501.

517 528

563 585

586 612

585

545

491

465

491

545

585

496

457

T31.00m

418
309

418

457

496

616 709 691 536

650 775 724 535

Va

. -31.00

-50.00

Potozenie powierzchni w scenie

zewnetrznej:

Zaznaczony punkt: (10.000 m,
10.000 m, 0.000 m)

Siatka: 19 x 11 Punkty

E,, [IX] E, i [1X] E o [X]
551 399 817

50.00 m

Wartosci Lux, Skala 1 : 715

Emin/Em
0.72

Emin / Emax
0.49

F
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Boisko treningowe Jasto

DIALux

14.06.2017

Edytor MST
Telefon
faks
e-Mail

60x LED 1000W / Boisko do gry w pitke nozna 1 Siatka obliczeniowa (TA) / Izolinie (E,

prostopadile)
- = — — < —_—_— T
/}_O, = 0~3m0. ———= o] [50om
//—/——MK\ 400,500~ > \ 55?/—\\\\
1/,550 650 e \ 5 m
Y )550 550 650 p)
55 650 650 50
[ 650 / 650/ 11
AN e \ J 550
\ 6007 550 690~ g 5 550 [600/ )
[\ \ \s00 / \ sool— - \ '
\ 550 500"~ 20 550 550/ 400
500 500 500 i~
100 500
50 \ / 00—1—500 500
— +=550
850 500 - 500 550
| / 550 5 550 550 I
500 / 65(
00/ 600~ A Bsoo ) /600\5
, . -35.00
-54.00 54.00 m

Potozenie powierzchni w scenie

zewnetrznej:

Zaznaczony punkt: (6.000 m,

6.000 m, 0.000 m)

Siatka: 21 x 13 Punkty

E, [IX]
511

Emin [|X]
219

Wartosci Lux, Skala 1 : 773

Enax [X]
853

Emin / Em
043

Emin / Emax
0.26

F
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Boisko treningowe Jasto _ D I A I_ ux

14.06.2017

Edytor MST
Telefon
faks
e-Mail

60x LED 1000W / Boisko do gry w pitke nozna 1 Siatka obliczeniowa (TA) / Stopnie
szarosci (E, prostopadle)

T35.00m
~-35.00
54.00 m
250 300 350 400 450 500 550 600 650 Ix
Skala1:773
Potozenie powierzchni w scenie
zewnetrznej:
Zaznaczony punkt: (6.000 m,
6.000 m, 0.000 m)
Siatka: 21 x 13 Punkty
Em [Ix] Emin [Ix] Emax [Ix] Emin / Em Emin / Emax
511 219 853 0.43 0.26

Y
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Boisko treningowe Jasto

— DIALUX

14.06.2017

Edytor MST

Telefon

faks
e-Mail

60x LED 1000W / Boisko do gry w pitke nozna 1 Siatka obliczeniowa (TA) / Grafika

wartosci (E, prostopadle)

219 289 328 388 398 361 328 350 414 481 441 473 412 345 327 362 400 388 328 290 220 35.00m

P | ]
392 618 801 807 633 471 419 464 579 758 853 761 571 458 415 474 634 808 802 619 392
391 558 665 663 586 502 471 520 611 680 71|’:4 679 598 516 473 504 587 664 666 559 391

555 65 662
397| 512 592 607|575 533 514 552 597 637 6E|54 634 590 552 520 536 578|609 593 513 1|’:97
382 472 549 576|550 512 497 512 548 582 595 579 548 517 502 517 554|578 550 472 382

1 . T~ ]
355|> 43?i 497 525 5({9 482 466 469 487,503 5';2 502,487 472 470 485 5/13 527 498 I434 1|’:55
341 4‘14I 472. 501 48/9 466 450 454 468\ 479 4?4 479 ;168 456 454 469 4\92 503 473 I4‘15 1|’:42
355 433 497 525 /509 482 466 469 487\503 512 502/487 472 470 485 513\ 527 498 434 355

| e | o ]
382 472 549 576|550 512 497 512 548 582 595 579 548 517 502 517 554|578 550 472 382
397 512 592 607|575 533 514 552 597 637 6E|54 634 590 552 520 536 578|609 593 513 1|’:97
39]_558_665_663 586 502 471 520 611 680 71|’:4 679 598 516 473 504 587 664_666_559_?91
392[\_618 801 807 633 471 419 464 579 758 8_5I>§ 761 571 458 415 474 634 808 802 619j92
219 289732873887398736173287350 414 4817441747374127345732773627400738873287290 220

. -35.00

-54.00

Potozenie powierzchni w scenie

zewnetrznej:

Zaznaczony punkt: (6.000 m,

6.000 m, 0.000 m)

Siatka: 21 x 13 Punkty

E,.. [Ix]
511

Emin [IX]
219

54.00 m

Wartosci Lux, Skala 1 : 773

Enax [IX]
853

Emin / Em Emin / Emax
043 0.26

F
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